
Fiber Optic Two-Core Indoor Terminal
Box

Article Overview

A two-core indoor fiber optic terminal box is a compact, wall-mounted enclosure designed for splicing,

termination, and management of two optical fibers in FTTH or FTTB networks.

Key Features

o Capacity and Ports: Supports 2 optical fibers, typically with 2 SC simplex adapters or LC duplex adapters,

allowing connection to ONT devices or subscriber patch cords . Some models can accommodate up to 4 cores

when using LC configurations .

o Material and Build: Constructed from high-quality ABS or engineering plastics, offering UV and impact

resistance, lightweight design, and protection for fiber terminations and splices .

o Cable Management: Internal routing ensures slack management, maintains a reasonable fiber bend radius,

and prevents fiber damage. Multiple cable inlets (bottom and sides) provide flexibility for installation .

o Installation Options: Suitable for wall mount, surface mount, or desktop installation, making it versatile for

residential, business, or villa environments .

o Design Features: Many boxes feature a hinged cover, pull-out cable outlets for dust protection, and adapter

holders for easy installation .

Applications

o FTTH (Fiber to the Home): Connects drop cables to subscriber ONT devices.

o FTTB (Fiber to the Building) and FTTD/FTTO: Provides a compact termination point for small network

deployments.

o Indoor Cabling: Ideal for residential buildings, offices, and mini-network terminations where space is

limited .

Specifications (Typical Example)

o Dimensions: Approximately 86mm x 86mm x 27mm (HxWxD) for compact models .

o Adapter Compatibility: SC simplex (2 cores) or LC duplex (up to 4 cores).

o Included Components: Base and cover, screws, and heat-shrinkable sleeves for splicing .

o Flexibility: Multiple cable inlets and internal routing allow easy fiber management and installation

adjustments .

Summary

A two-core indoor fiber optic terminal box provides a professional, compact, and flexible solution for

Page 1/3



Fiber Optic Two-Core Indoor Terminal
Box

terminating and managing optical fibers in indoor FTTH or FTTB networks. Its durable construction, adapter

compatibility, and versatile installation options make it suitable for residential and small commercial

deployments, ensuring reliable connectivity and efficient fiber management .

SP-160-2B Fiber termination boxes wall mount outlets is able to hold up 2 subscribers. It is used as a

termination point for the drop

FTTH fiber boxes provide complete solutions for high-performance fiber optic networks, including fiber

distribution boxes (FDB), fiber

FTTH Box Our terminal box is available for the distribution and terminal connection for various kinds of

FTTH Termination Box available for the distribution and terminal connection for various kinds of optical fiber

system, Some are used

This indoor wall mount 2-fiber distribution box also known as a fiber optic termination enclosure includes a

low-profile design and

OTRANS is a leading fiber optic distribution box manufacturer. We offer a wide range of 1-24 core FDB

boxes and ODF cabinets for

About this item Versatile Fiber Optic Distribution: Available in 2, 4, and 8-core versions, this fiber optic

distribution box supports

The 1 port single core fiber optic terminal box is designed to resembles typical wall outlet in home, it is

spacious for indoor fiber cable

2 Core Atb FTTH Fiber Optic Access Terminal Box FTTH Box Our terminal box is available for the

The indoor fiber terminal box support mechanical/fusion splicing, termination and

This 2 port fiber optic wall outlet is surface mount box designed to terminate and protect optical fiber in FTTH

networks. It typically

Optical termination box for indoor usage with a capacity of two cores with SC simplex adapters, and four

cores with LC duplex adapters.

The 2 port surface mount fiber terminal box is a compact indoor fiber wall outlet designed to protect the
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splicing of indoor or drop

HTB8011 terminal box with 2 SC ports for FTTH. Designed for indoor/outdoor mounting, supports fiber

FAQs What items are included in this SC LC FC Fiber Wall Outlet Faceplate Socket Panel SP01A? A main

This 2 port Indoor Wall Mounted Optical Fiber Distribution Box FTTH Termination Box is used for splicing

and termination between
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