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Naficon Liitin Oy, the parent company based out of Finland is one of the most trusted suppliers for telecom,

data centers and utility across Northern Europe. GYTA53 (Loose tube Stranding, Metal strength member,

Flooding jelly compound, Aluminum-polyethylene adhesive inner jacket, Steel-polyethylene adhesive outer

jacket). GYTA53 is the steel tape armored outdoor fiber optic cable used for direct buried. There are numerous

features of the GYTA53 fiber optic cables and you can easily identify it. The GYTA53 fiber optic cable has

emerged as a leading choice in the Middle East market due to its robust performance, reliability, and

adaptability to the region's challenging environmental conditions.

Introduction:The GYTA53 optical cable is a type of fiber optic cable that is widely used in the

telecommunication industry. It is a type of armored cable that is designed for outdoor use and

The Middle East optical fiber cables market is a critical infrastructure pillar underpinning the region''s

ambitious digital transformation and economic diversification agendas. Characterized by

The Middle East and Africa Fibre Optic Cables market size is USD 0.35 billion in 2023 and will expand at a

compound annual growth rate (CAGR) of 3% from 2023 to 2030.

GYTA53 is the steel tape armored outdoor fiber optic cable used for direct buried. We supply single mode

GYTA53 fiber optic cable and multimode GYTA53 fiber optic cables; fiber counts from 2 to 432.

GYTA53 Cable is Moisture-proof and rodent-proof cable, fibers are housed in loose tubes that are made of

high-modulus plastic. The tubes are stranded around a central strength member to form a cable core.

The company establishes industrial bases in up to 10 provinces of China and in South America, Europe, South

Africa, Mid East, Southeast Asia, and marketing technological service branches in over 30

Fiber optic cable GYTA53, 2~144 fibers, central strength member (steel), jelly filled, fiber contained loose

tube and PP filler (if necessary) stranded, water blocking jelly, copolymer coated aluminum tape, PE

Loose tube style, optical fiber cable with metallic central strength member of steel wire/strand and moisture

barrier inner sheathed. Cable protected by a

The GYTA53 fiber optic cable has emerged as a leading choice in the Middle East market due to its robust

performance, reliability, and adaptability to the region''s challenging environmental conditions.
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Middle East Fiber Cable Manufacturing Co. (MEFC) is a Saudi-Japanese (Fujikura) partnership located in

Riyadh, Saudi Arabia. MEFC has established itself as the

GYTA53 is the steel tape armored outdoor fiber optic cable used for direct buried. We supply single mode

GYTA53 fiber optic cable and multimode GYTA53 fiber

GYTA53 Outdoor optical cable for communication featuring a metal reinforcing member, loose tube stranded

and filled, aluminum-polyethylene bonded sheath,

1. Durability in Extreme Climates The Middle East is known for its harsh climate, with extreme temperatures,

sandstorms, and high humidity levels. These conditions can cause significant wear

Now, let''s explore why the GYTA53 has become the preferred fiber optic cable for telecommunications, oil,

and gas industries in the Middle East with Hunan Jiahome.

5. Meeting International Standards The GYTA53 fiber optic cable complies with international standards for

telecommunications, safety, and environmental performance. This makes it an attractive choice

The global fiber optic cable market size was valued at USD 12.55 billion in 2024 and is anticipated to reach

USD 30.19 billion by 2033
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